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Atmosphere Controllers
Analog Digital

BAAC-1 BDAC-1 BDAC-2

# of Output Receptacles 4 4

Photocell Control Y Y

Photocell Sensitivity (FC) 1 1

Separate Day/Night Set Points N Y

Night Output Receptacle N Y N

Heating Output Receptacle N N Y

Te
m

p Control Range (ºF) 41 - 113 40 - 99.9 40 - 99.9

Accuracy (ºF) ± 1 ± 1 ± 1

Deadband (ºF) 3 adjustable: 0 - 36.5 adjustable: 0 - 36.5

H
um

id
ity Control Range (%RH) 5 - 95 35 - 99.9 35 - 99.9

Accuracy (%RH) ± 3 ± 3 ± 3

Deadband (%RH) 5 adjustable: 2 - 20 adjustable: 2 - 20

C
O

2

Coordinated Ventilation Y Y

Cycle Timer N Y N

ON Range N/A 1 sec - 12 hrs N/A

OFF Range N/A 1 sec - 96 hrs N/A

Fuzzy Logic Mode N N Y

Control Range (ppm) N/A N/A 350 - 2,000

Accuracy (ppm) N/A N/A ± 75

Deadband N/A N/A adjustable: 25 - 200

LED Status Indicators Y Y

Remote Sensor Probe Y: 15’ Y: 15’ Y: 15’

Battery Backup N Y N

Integrated Circuit Breaker Y Y

Remote Control via PC Option N N Y

Input Volts 120 120

Maximum Amp Load 14.5 14.5

Hertz 60 60
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Warranty Term (years) 3 3

Product Comparison


